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Fig BRI-13.1 Specific Area Plan
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DEVELOPMENT FRAMEWORK
Boyer Road Precinct

Strata Lots

Mixed Use Precinct

Irrigation Pipeline

Shelter Belt

Stormwater Basin

Traditional Lots

Diverse Housing Typologies

Low Density

Zone Boundary

Hazard Management Area

Open Space Network

Road Pavement 11m in 20.0m Road Reserve

Road Pavement 8.9m in 18.0m Road Reserve

Road Pavement 6.9m in 15.0m Road Reserve

Residential Density (Net): 15 dw/ha

Fig BRI-13.2 Development Framework



BOYER ROAD

BUILT FORM EDGE

RETAILING

MIXED USE / RESIDENTIAL

CAR PARK

INDENTED PARKING BOTH SIDES OF 
ROAD

VEHICLE ACCESS

SHARED PATH

FOOTPATH

KEY VIEWS

ROAD THRESHOLD TREATMENT TO 
FACILITATE PEDESTRIAN MOVEMENT

ACTIVITIES THAT TAKE ADVANTAGE OF 
VIEWS (EG. CAFE)

LANDSCAPING

ENTRY ROAD TREE PLANTING

BUFFER TREE PLANTING

IRRIGATION PIPELINE AND EASEMENT

LEGEND

1792-031   R3 > 02.04.2025

0 102 4 6 8

m

1:500 @ A3

PRECINCT D 
CONCEPT PLAN

Fig BRI-13.3 Precinct D Concept Plant
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PRECINCT PLAN
Boyer Road Precinct

C – Low density: min. 1000m² lots plus hazard management zones

D – Medium density: min. 200m² lots + mixed use and non-residential use

A – Medium density: min. 250m² lots + smaller lots adjacent  open space

B – Low-medium density: min. 500m² lots + smaller lots adjacent open space

Fig BRI-13.4 Precinct Area Plan
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Strata lots fronting 
Reserve
Typical Width: 30-70m 
(6-10m per lot) Typical 
Depth: 30-40m Common 
Driveway Width (within 
30-40m depth): 8m
including landscaping; 6m
pavement

Strata Lots fronting 
Reserve
Typical width: 30-70m 
(6-10m per lot)
Typical Depth: 30-40m 
Common Driveway Width 
(within 30-40m depth): 8m 
including landscaping; 6m 
pavement

Strata Lots fronting 
Reserve
Typical Width: 30-70m 
(6-10m per lot)
Typical Depth: 30-40m
Common Driveway 
Width (within 30-40m 
depth): 8m including 
landscaping; 6m 
pavement

RESERVE

ROAD

2 Storeys 1 Storey Garage/Carport Driveway

Figure BRI-13.5 Dwelling Typologies (Strata Lots)



Strata Lots fronting reserve
Typical width: 45m
(9m-11m per lot)
Typical Depth: 11.5m-15.5m

1 Storey Garage/Carport Driveway
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Townhouses Small Lot 
fronting Reserve
Typical Width: 15-20m per lot
Typical Depth: 18-25m per lot

Townhouses on Corner Sites
Typical Width / Depth: 15-20m per lot

FRONTAGE

Townhouses - Midblock
Typical Width: 10-12m per lot
Typical Depth: 30-35m

2 Storeys 1 Storey Garage/Carport Driveway

Fig BRI-S13.6 Dwelling Typologies (Townhouse)
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Small Housing Fronting Reserve 
Typical Width: 15-20m per lot 
Typical Depth: 18-25m per lot

Small Housing on Corner Sites 
Typical Width / Depth: 15-20m per lot 

Small Housing - Midblock 
Typical Width: 10-12m per lot 
Typical Depth: 30-35m per lot

2 Storeys 1 Storey Garage/Carport Driveway

Fig BRI-S13.7 Dwelling Typologies (Small Housing)
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Detached Dwelling 
Fronting Reserve 
Typical Width:  30-70m 
(6-10m per lot)
Typical Depth: 30-40m

Townhouses Fronting 
Reserve
 Typical Width:  30-70m 
(6-10m per lot)
Typical Depth: 30-40m

2 Storeys 1 Storey Garage/Carport Driveway

ROAD

RESERVE

Fig BRI-S13.5.8 Dwelling Typologies (Fronting Reserve)



Figure BRI-S13.12 – Separation from the private open space of another dwelling 
on the same site as required by clause 13.8.6. 

https://tpso.planning.tas.gov.au/tpso/external/planning-scheme-viewer/terms/201/open?effectiveForDate=2025-05-14#term-201
https://tpso.planning.tas.gov.au/tpso/external/planning-scheme-viewer/terms/688/open?effectiveForDate=2025-05-14#term-688
https://tpso.planning.tas.gov.au/tpso/external/planning-scheme-viewer/terms/232/open?effectiveForDate=2025-05-14#term-232


 

 

 

 

 



 



Fig BRI-S13.3 Street Trees



Fig BRI-S13.14 Road Design
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